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In the Specification: 

Please replace the paragraph bridging pages 10 and 11 with the 
amended paragraph below. 

The cartridge includes a belt 3, a compression pad 65 
attached to the belt, a belt clip, key or spline 66 for 
attaching the belt to a drive spool, a cover plate 44 and belt 
guards 67 and 68 rotatably attached to the cover plate via 
hinges 69 and 70, The belt guards are removably secured over 
left and right spindles , 40 and 41 respectively r that are 
attached to the belt drive platform. A liner, sleeve or sock is 
disposed over the belt, as shown in Figure 5, The belt is 
threaded through slots 71 and 72 disposed in the belt guards 67 
and 68. With regard to the belt 3, the right portion 3R and the 
left portion 3L of the belt share pull straps 18 and 19 and each 
have a load distribution section 16 and 17 and a transition 
section 20 and 21. Each load distribution section of the belt 
is provided with hook and loop fasteners so that the belt may be 
secured around the patient's chest. Additionally, as described 
above, an eyelet 33 is provided in the left load distribution 
section and a corresponding peg 34 is provided in the right load 
distribution section (see Figure 5). Preferably, the pull strap 
sections comprise a single strap. 

Please replace the paragraph bridging pages 2 0 and 21 with the 
amended paragraph below. 

Rotatably attached to the curved extensions of the cover 
plate are belt guards 67 and 68 that protect the user, belt 
drive platform and belt when the chest compression device is in 
use. The belt guards are removably disposed around %tee spindles 
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40 and 41 during use. The belt guards are wider than the pull 
straps, and the pull straps are threaded through slots 71 and 72 
disposed in the belt guards. Thus, during use, the belt slides 
within the belt guards and over the spindles* !£ke> Spindles 40 
and 41 , in turn, rotate within the belt drive platform. The 
spindles also rotate underneath the belt guards, sliding against 
the belt guards where the belt guards are disposed against the 
spindles. 

No new matter is added. 



3 



PACE 4/24 « RCVD AT 8/20/2007 7:08:57 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-8/15 * DNIS:2738300 * CSID: * DURATION (mm-ss):04-24 



Aug-20-07 03:09pm From-Crockett & Crockett 



T-690 P. 005 F- 



212/466 



In the Drawings: 

Please consider replacement sheet 2/4 with proposed change 
to Figure 5 illustrating the position and orientation of belt 
drive platform 4 and spindles 40 and 41 relative to drive spool 
42. No new matter is added. 
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